
SHM4-A
Self-Contained, medium temperature, open 
merchandisers with Environmentally-Friendly 
R290 refrigerant

Item No. ________

Advantages
• Environmentally-friendly R-290 natural refrigerant 
• Easy to service with slide out air-cooled condensing unit 
• Large front window and sides for increased product 

visibility 

Key Features 
• Designed for NSF Type II ambient conditions 

(80°F / 55% RH) 
• View end panels provide increased visibility of 

product from the side
• CFC-free insulation 
• Medium temperature application

Innovative Refrigeration
• Environmentally-friendly R290 hydrocarbon refrigerant 

that has zero ozone depletion potential and 3 GWP 

Options
• Choice of exterior colors
• Bumper
• Rear base colors
• Product stop
• Wrap-around bumper
• Leg and caster kits
• Skirt kit (use with leg kit)
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Required Air Gap distances: 
24" in front and 1" on sides and back
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Model L D H Disch. 
Air In/Ex Ref. Volts Run 

Amps Noise Cord
Length Weight Defrost

SHM4-A 48" 
(1219 cm)

30-5/8" 
(778 cm)

42-7/8"
(1089 cm)

20 to 
25°F F/R R290 115 3.5 70 dB 78 in

(1981 mm)
305 lbs 
(114 kg)

Hot
Gas

https://www.hussmann.com/ns/Technical-Documents/PN_3109357_DS_SHM-A_EN.pdf

