
DELI / BAKERY SERVICE CASE REVISION DATE 03/24/17

HUSSMANN - Q4-DV/BV (CHINO)

  

REFRIGERATION DATA:

4' 0.2 0.6 1.4
4',5',6',8',12' 400 400 22 22 5' 0.3 0.8 2.3

6' 0.3 0.9 0.9
8' 0.4 1.2 1.7

**FRONT DISCHARGE AIR MEASURED INSIDE AIR CURTAIN HONEYCOMB 12' 0.6 1.7 2.0
***REFRIGERATION NOTES:

1) BTU'S INCLUDE TWO ROWS OF CANOPY LIGHTS.  ADD 10 BTUS PER FOOT, PER SHELF FOR OPTIONAL LED LIGHTS
2) AHRI 1200 RATING POINT FOR ENERGY CONSUMPTION COMPARISON ONLY

3) RATING CONDITION IS NSF TYPE I, 75°F/55% RH

REFRIGERATION DATA CONTINUED:

1 1.125

DELI / BAKERY 27 24 OFF TIME 30 45 N/A 2 1.125

ELECTRICAL DATA:

STANDARD FANS, HEATERS, LED LIGHTS (115 VOLT)

4' 2 6.7 20 0.24 16 1 0.04 5 0.30 35 0.27 31 0.57 66 1.30 150 1 115 15
5' 2 6.7 20 0.24 16 1 0.04 5 0.38 44 0.34 39 0.72 83 1.65 190 1 115 15
6' 4 6.7 20 0.48 32 2 0.08 9 0.42 49 0.26 30 0.69 79 1.96 225 1 115 15
8' 4 6.7 20 0.48 32 2 0.08 9 0.60 69 0.54 62 1.14 131 2.61 300 1 115 15
12' 6 6.7 20 0.72 48 3 0.12 14 0.90 104 0.81 93 1.71 197 3.91 450 2 115 30

OPTIONAL HIGH OUTPUT LED LIGHTS (115 VOLT)

CASE ENERGY USAGE DATA:

AMPS WATTS AMPS WATTS AMPS WATTS

4' 0.39 45 0.40 46 0.79 91
5' N/A N/A N/A N/A N/A N/A
6' N/A N/A N/A N/A N/A N/A
8' 0.78 90 0.79 91 1.57 181
12' 1.17 135 1.19 137 2.36 272
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