
SELF-SERVICE DELI REVISION DATE 01/26/17

HUSSMANN - RGD - 24 / 30 - 83 (CHINO)

  

REFRIGERATION DATA:

3'9" 0.7 2.1 2.2
4' 1.0 2.2 2.9
5' 1.2 2.7 4.4
6' 1.4 3.2 2.6

**FRONT DISCHARGE AIR MEASURED INSIDE AIR CURTAIN HONEYCOMB 8' 2.0 4.2 4.1
***REFRIGERATION NOTES: 10' 2.5 5.2 5.9

1) BTU'S INCLUDE 1 ROW CANOPY LED LIGHTS AND NO SHELF LIGHTS 12' 2.9 6.1 5.4
2) ADD 10 BTU'S PER FOOT/PER SHELF ROW FOR OPTIONAL LED SHELF LIGHTS

3) ADD 140 BTU/HR/FT TO AHRI TEST FOR 30" DEPTH OPTION

4) ALL CASES EQUIPPED WITH NIGHT CURTAINS

5) FOR AHRI TEST, NIGHT CURTAINS ARE PULLED DOWN FOR 6 HOURS AND ALL LIGHTS ARE TURNED OFF PER AHRI 1200 TEST PROCEDURES

6) FOR NSF 7, THE LOAD LISTED IS WITHOUT THE NIGHT CURTAINS PULLED DOWN,

7) AHRI 1200 RATING POINT FOR ENERGY CONSUMPTION COMPARISON ONLY
8) USE DEW POINT FOR HIGH GLIDE REFRIGERANTS.  CARE SHOULD BE TAKEN TO USE THE DEW POINT IN P/T TABLES 
    FOR MEASURING AND ADJUSTING SUPERHEAT. ADJUST EVAPORATOR PRESSURE AS NEEDED TO MAINTAIN THE
    DISCHARGE AIR TEMPERATURE SHOWN.
9) RATING CONDITION IS NSF TYPE I, 75°F/55% RH

REFRIGERATION DATA CONTINUED:

1 1.125

SS DELI 31 28 OFF TIME 25 52 N/A 2 1.125

ELECTRICAL DATA:
STANDARD FANS, HEATERS, LED LIGHTS (115 VOLT)

3'9" 1 8 37 0.3 8 0.2 19 0.5 54 0.6 73 N/A N/A N/A N/A N/A
4' 1 8 37 0.3 8 0.2 27 0.6 72 0.9 99 N/A N/A N/A N/A N/A
5' 2 8 37 0.6 16 0.3 34 0.8 91 1.1 125 N/A N/A N/A N/A N/A
6' 2 8 37 0.6 16 0.3 39 0.9 108 1.3 147 N/A N/A N/A N/A N/A
8' 2 8 37 0.6 16 0.5 54 1.3 144 1.7 198 N/A N/A N/A N/A N/A

10' 4 8 37 1.2 32 0.6 68 1.6 182 2.2 250 N/A N/A N/A N/A N/A
12' 3 8 37 0.9 24 0.7 81 1.9 216 2.6 297 N/A N/A N/A N/A N/A

OPTIONAL HIGH OUTPUT LED LIGHTS (115 VOLT)

CASE ENERGY USAGE DATA:

AMPS WATTS AMPS WATTS AMPS WATTS

3'9" N/A N/A N/A N/A N/A N/A
4' N/A N/A N/A N/A N/A N/A
5' N/A N/A N/A N/A N/A N/A
6' N/A N/A N/A N/A N/A N/A
8' N/A N/A N/A N/A N/A N/A

10' N/A N/A N/A N/A N/A N/A
12' N/A N/A N/A N/A N/A N/A

3'9",4',5',
6',8',10',12'

SS DELI 1550 1450 20 26 30~32 160~250

3',4',5',6',8',10',12' 5.05
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